FO-55110-C 2 Yi7 1
HONEYWELL REV DOCUMENT CHANGED BY CHECK
PART NUMBER 8.75 B 0044453 JDS 01/21/10 SDG
— 1/4-28 UNF—2A-\\\\\
34 AWG CABLE w/STAINLESS
STEEL BRAIDED JACKET .
l \\\\\ 2 FT. LENGTH.
31 .
-38 UNAMPLIFIED
COLOR _ DESIGNATION
RED +)EXCITATION
] I BLACK (—)EXCITATION
GREEN (—)OUTPUT
31 ! ! WHITE  (+)OUTPUT
| |
SPECIFICATIONS 1/4-28 UNF—2A
AVALIABLE RANGES: SEE TABLE
EXCITATION: 10 VDC
OUTPUT: 2 mV/V
NONLINEARITY:  +0.2% F.S.
HYSTERESIS:  +0.2% F.S.
COMPENSATED TEMPERATURE: B0°F TO 160°F BALANCE BOARD
TEMPERATURE EFFECT;
ZERO: .005% F.S./'F
SPAN:  .005% RDG/‘F
BRIDGE RESISTANCE: 350 OHMS 30 AWG, TEFLON INSULATED
MATERIAL: 17—4 PH STAINLESS STEEL TWISTED LEADS

3 FT LENGTH

—08 ][5 KN (1124 LBS)
—07 1000 LBS
—06 750 LBS
—05 250 LBS

060—2335-01 500 LBS

PART_NUMBER _|| CAPACITY |

DESIGN UNITS: INCH DRAWN TY 12/08/1988

TOLERANCES UNLESS NOTED: CHECK JHM 07,/06/1998 Honeywell
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