SPECIFICATIONS:
AVAILABLE RANGE: 0 to 2,000 THRU 0 to 10,000 PSI
OUTPUT: 5 mV/V
EXCITATION: 10 VDC
TEMPERATURE COMPENSATED: 60 to 160 DEG F.
OPERATING TEMPERATURE: -100 to 325 DEG F.
OVERALL ACCURACY:
MODEL TJE = +/- 0.1% FS,
A-B = +/- 0.25% FS,
A-B = +/- 0.5% FS.
WETTED MATERIAL: 316 LH SS.

ELECTRICAL CONNECTOR:
BENDIX PTH-10-6P OR EQUIVALENT
PART NUMBER: PT62-10-6S

WIRING CORE:
Wire: (5) 6-PIN, 6-COND
FIN A & B = (+) EXCITATION
C & D = (-) EXCITATION
E = (-) OUTPUT
F = (+) OUTPUT

Honeywell
PRESSURE TRANSCEIVER
1.5" HRA HIGH CAPACITY

IF THIS IS A PAPER COPY IT IS UNCONTROLLED. VERIFY REVISION BEFORE USE.

Specifications and tolerances: 60 to 160 DEG F.
Operating temperature: -100 to 325 DEG F.
Electrical connector: BENDIX PTH-10-6P or equivalent.
Wiring core: (5) 6-PIN, 6-COND.
Output: 5 mV/V.
Excitation: 10 VDC.
Overall accuracy: Model TJE = +/- 0.1% FS, A-B = +/- 0.25% FS, A-B = +/- 0.5% FS.
Wetted material: 316 LH SS.